Aquatac™ Primer is a polymer emulsion based primer for self-adhered membranes.

Features

- Quick drying.
- Highly tacky film provides positive adhesion to membrane.
- Non-flammable during application.
- Easily applied by spray, brush or roller.
- Water based, no solvent odors.
- Specially designed to provide a high level of tack on vertical surfaces.

Uses

Used as a primer for self-adhered membranes such as Blueskin WP 200 when applied to masonry, concrete, non-treated wood, drywall and metal.

Preparation

Surfaces must be dry and free from dust, dirt, grease, oil or other foreign matter.

Packaging

Aquatac is packaged in 5 gal. Pails.
Aquatac™ Primer Emulsion Primer for Self-Adhesive Membrane

Application

Apply by roller at a rate up to 500 sq. ft. per gallon depending on the porosity and texture of the surface and allow to dry. Airless, air assist, or air spray equipment may also be used. Not suitable for use with a garden type sprayer. Pour primer from container into sprayer and spray fine mist over entire substrate. Allow primer to dry thoroughly before applying membrane. Primed surfaces not covered by membrane during the same working day must be reprimed. Aquatac™ Primer is intended to be used as supplied and should not be diluted.

Precautions

Protect from freezing during shipping, storage and application. Apply under dry conditions above 25°F. Avoid freezing. Store product above 32°F. If frozen, allow to thaw at room temperature and mix prior to use.

Clean Up

For uncured film use water. Use mineral spirits for cured films.

Caution

In case of eye contact, open eyelids wide and flush immediately with plenty of water for at least 15 minutes. GET MEDICAL ATTENTION! Do not heat container or store at temperatures greater than 120°F (49°C). Close container after each use. DO NOT TAKE INTERNALLY! Use protective measures to avoid contact with eyes and skin. If swallowed, CALL PHYSICIAN IMMEDIATELY! In case of accidental injection by power spray equipment, GET MEDICAL ATTENTION IMMEDIATELY! Dispose of container and unused contents in accordance with Local, State and Federal regulations.

KEEP OUT OF REACH OF CHILDREN.

PROTECT FROM FREEZING.

FOR EXTERIOR USE ONLY.

Limited Warranty

We, the manufacturer, warrant only that this product is free of defects, since many factors which affect the results obtained from this product - such as weather, workmanship, equipment utilized and prior condition of the substrate - are all beyond our control. We will replace at no charge any product proved to be defective within 12 months of purchase, provided it has been applied in accordance with our written directions for uses we recommended as suitable for this product. Proof of purchase must be provided. DISCLAIMER OF WARRANTIES AND LIMITATION OF LIABILITY: THIS LIMITED WARRANTY IS IN LIEU OF ANY OTHER WARRANTIES EXPRESS OR IMPLIED INCLUDING BUT NOT LIMITED TO ANY IMPLIED WARRANTY OF MERCHANTABILITY OR OF FITNESS FOR A PARTICULAR PURPOSE. MANUFACTURER SHALL HAVE NO LIABILITY OF ANY KIND BEYOND PRODUCT REPLACEMENT, INCLUDING FOR CONSEQUENTIAL OR INCIDENTAL DAMAGES RESULTING FROM ANY DEFECTS OR ANY DELAYS CAUSED BY REPLACEMENT OR OTHERWISE. THIS LIMITED WARRANTY PROVIDES THE PURCHASER’S EXCLUSIVE REMEDY FOR ANY DEFECT IN THE PRODUCT.

Statement of Responsibility

The technical and application information herein is based on the present state of our best scientific and practical knowledge. As the information herein is of a general nature, no assumption can be made as to a product’s suitability for a particular use or application and no warranty as to its accuracy, reliability or completeness either expressed or implied is given other than those required by law. The user is responsible for checking the suitability of products for their intended use. Henry Company data sheets are updated on a regular basis; it is the user’s responsibility to obtain and to confirm the most recent version. Information contained in this data sheet may change without notice.